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Abstract. The general method for bearing fault detection is achieved by using bearing vibration 
signals which sampled in the frame of Shannon sampling theory. So it is necessary to sample and 
save abundant original vibration data in the process of uninterrupted monitoring, and this will 
generate masses of original data which would burden the storage and transmission. For this issue, 
a fault detection method based on compressed sensing theory is proposed in this paper. It only 
needs to sample and save fewer compressive measurements of bearing vibration signal directly 
compared to original signal. There is no need to recover the original signal accurately for detecting 
bearing faults, while it just requires referring to the prior training result and reconstructing the 
overall energy distribution of the original signal in some transform domain. The availability and 
effectiveness of the method proposed is validated with bearing vibration signals sampled in 
practice. 
Keywords: compressed sensing, bearing fault detection, vibration signal, compressive 
measurements, dictionary matrix. 
1. Introduction 
In the field of condition monitoring and fault diagnosis of rotating machinery, it is always 
necessary to monitor the component uninterruptedly for a long period of time. This process will 
generate masses of original data which would burden the storage and transmission. For the storage 
and transmission issue of vast amounts of vibration data, the general strategy can be described as 
follows. First we should sample the analog signal in the frame of Shannon sampling theory and 
acquire the original digital signal. Data can be compressed in appropriate ways such as space 
transformation and then we can acquire small amount of compressed data [1]. What we need to 
save and transmit should be the compressed data. In data analysis, we can decode the compressed 
data we saved to recover the original vibration data and implement fault detection and diagnosis 
etc. with relevant available methods. 
In the process of signal sampling and compressing mentioned above, what we transmitted or 
saved should be a small part of the original data we sampled. The majority of the original data 
would be dropped, which should be an enormous waste of resources. Since the signal can be 
compressed, we should consider whether we can acquire the compressed data directly and omit 
much data contained little useful information at the same time. This idea is the rudiment of 
compressed sensing (CS). In 2006, Candès proved in mathematic principle that the original signal 
could be reconstructed using parts of its Fourier transform coefficients, which should be the 
theoretical foundation of compressed sensing [2]. Then Donoho and Candès et al proposed the 
concept of compressed sensing formally based on the related work [3, 4]. The main process of CS 
can be divided into two steps. First, we can acquire the non-adaptive linear projections (or 
measurements) of the original signal in compressed sampling way. Then we can reconstruct the 
original signal directly with these measurements in appropriate recovery algorithms [5-7]. Taking 
one-dimensional signal for example, the comparison of traditional signal compression with 
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compressed sensing is shown in Fig. 1. 
 
a) 
 
b) 
Fig. 1. Comparison of traditional signal compression a) with compressed sensing b) 
In the frame of compressed sensing, the original signal should be reconstructed first, and then 
fault can be detected with the recovered signal. Since the original signal can be recovered from 
the compressive measurements, then we should believe that these measurements should carry or 
contain enough information of the original signal. If the faults can be detected or diagnosed with 
the original signal, then the detection and diagnosis should also be achieved with the compressive 
measurements directly [8]. 
The bearing is one of the most commonly used but also the most vulnerable parts of rotating 
machinery equipment. It is also a failure-prone component due to the abominable working 
condition in addition to high speed and heavy load. Once failure, it will threaten the safe operation 
of the equipment, so it is necessary to monitor the bearings status and identify the fault in time [9]. 
The bearing faults can be characterized by the existence of shock pulses in vibration signals. In 
the time domain, the mean value and variance etc. of the vibration signal will change owing to the 
shock. While in the frequency domain, the shocks will enhance the high-frequency parts so that 
the energy distribution of the signal changes. According to these characteristics, we can achieve 
bearing fault detection based on the changes of the energy distribution in frequency domain. If we 
can collect fewer compressive measurements directly which contain the energy distribution 
information of current signal, then it is possible to achieve bearing fault detection using these 
measurements. Therefore, a new method focused on how to achieve bearing fault detection using 
small amount of compressive measurements directly is proposed in this paper. 
The rest of this paper is organized as follows. In Section 2, we introduce the theory of 
compressed sensing. The bearing fault detection method based on compressed sensing is proposed 
in Section 3. The experimental tests are given in Section 4. Finally, the conclusions are drawn in 
Section 5. 
2. Compressed sensing 
For a signal  ∈  , as described above, in the frame of CS we should acquire the linear 
projections of signal  first. The process of projecting can be converted into an observation matrix 
Φ: × ( < ), and each row of matrix Φ can be regarded as a sensor that multiplies with the 
signal and acquires parts of information of the signal. We can execute compressive measuring to 
 as: 
1228. A BEARING FAULT DETECTION METHOD BASED ON COMPRESSIVE MEASUREMENTS OF VIBRATION SIGNAL.  
XINPENG ZHANG, NIAOQING HU, GUOJUN QIN, ZHE CHENG, HUA ZHONG 
1202 © JVE INTERNATIONAL LTD. JOURNAL OF VIBROENGINEERING. MAY 2014. VOLUME 16, ISSUE 3. ISSN 1392-8716  
	 = Φ. (1)
Then we can acquire the linear measurements (or projections) 	 ∈ . If  can be recovered 
from 	, it means that these fewer linear projections contain enough information to recover the 
signal , in which case the compressed sensing can be achieved. According to linear algebra theory, 
Eq. (1) should have infinitely many solutions and we can’t recover original signal  uniquely from 
measurements 	  when   <  . However, if   is sparse (meaning that there only has a few 
non-zero elements in x), the number of unknowns will be reduced greatly, and this will make it 
possible to recover  from 	. 
Actually, most nature signals are not sparse in general, while they can be represented sparsely 
with proper ways such as orthogonal transformation. If expanding  ∈ on some orthogonal 
basis {} , where  is a -dimensional column vector, we can get: 
 =  θ


, (2)
where the coefficient θ = 〈, 〉 = , and Eq. (2) can be transferred into a matrix form as: 
 = ΨΘ, (3)
where Ψ = , , … , !" ∈ × is defined as dictionary matrix, and expansion coefficient is 
Θ = θ, θ, … , θ!". Suppose that the coefficient vector Θ is $-sparse on basis Ψ, i.e. there has 
$ non-zero elements in Θ and $ ≪ , then Θ can be entitled as sparse representation coefficient 
of  on dictionary matrix Ψ. Taking Eq. (3) into Eq. (1) and denoting & = ΦΨ, then we can get: 
	 = ΦΨΘ = &Θ. (4)
The matrix form of compressive measurements can be represented in Fig. 2. Considering that 
Θ is sparse, the unknowns in Eq. (4) will be reduced greatly so that it is possible to recover Θ from 
	. In order to recover sparse signal, Candès and Tao presented and also proved that the matrix & 
mentioned above must satisfy Restricted Isometry Property (RIP) [7, 10]. Then Baraniuk proposed 
the idea that the irrelevance between observation matrix Φ  and dictionary matrix Ψ  was 
equivalent to RIP [11]. Once these conditions have been satisfied, then the original signal  can 
be recovered according to Eq. (3) and Eq. (4). 
x=ΨΘ
Θ
A = ΦΨ
y x= Φ
=Ay = ΦΨΘ Θ
 
Fig. 2. Matrix form of compressive measurements 
For vibration signal  ∈ , our research will mainly focus on how to achieve bearing fault 
detection based on compressed sensing just using the compressive measurements 	 ∈   
( < ) directly. 
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3. Bearing fault detection method 
A practical bearing vibration signal (data source from [12], 6205-2RS JEK SKF deep groove 
ball bearing, with 12 K sampling frequency, 1797 r/min and 1 () load) in time domain can be 
denoted as  ∈  ( = 1000). Using the discrete Fourier transform matrix as dictionary matrix 
Ψ and according to Θ = Ψ, we can acquire the sparse representation coefficient Θ. Then the 
distribution of the elements in Θ can reflect the energy distribution of the elements in signal  in 
frequency domain. The bearing vibration signals corresponding to different states should have 
different Θ. Considering Θ is a complex vector, we calculate the square values of modulus of each 
element in Θ and constitute vector Θ* in token of the energy distribution in Θ, as shown in Fig. 3 
(due to the symmetry of Θ*, we just plotted the half of the vector Θ* from 1 to 500 in data sequence). 
It can be seen from Fig. 3 that the distributions corresponding to the two different states (normal 
state and inner race state) differ obviously. Actually, the states of outer race fault and rolling ball 
fault also have the similar differences from the normal state. In general, the energy distributions 
corresponding to the same type of bearing state should be similar and invariable, which can be 
used to achieve fault detection. 
  
Fig. 3. The distributions of Θ* corresponding to different bearing states, a) corresponding to normal state 
and b) corresponding to inner race fault state (the fault is single point, which is introduced to the bearing 
using electro-discharge machining with fault diameter of 0.021 inches and fault depth of 0.011 inches) 
Compared to the original signal  ∈ , we can acquire fewer compressive measurements  
	 ∈  based on compressed sensing. According to the analysis previously, if we can estimate 
the distribution of Θ  in Eq. (4) with these fewer measurements directly, then bearing fault 
detection would be achieved. The energy distribution in Θ can be described by the intervals which 
covered the elements with bigger modulus values in Θ. So the key of the proposed method is how 
to estimate the energy distribution of the elements in Θ with measurements 	 directly. In the next 
several sections, we will introduce this fault detection method based on compressive 
measurements in detail. 
3.1. Intervals learning 
As we discussed previously, after estimating the elements with bigger modulus values in Θ, 
then we need to set a standard to determine the bearing states based on the estimated elements. 
Our strategy is as follows: sampling enough normal state data and fault state data first in the same 
operation condition; calculating Θ  of these data by discrete Fourier transform; and then 
determining the interval + corresponding to normal state and interval , corresponding to fault 
states with the information of the elements in Θ. The two intervals should not be overlapped, in 
which case the normal state and fault state can be separated distinctly, i.e. + ∩ , = ∅. Considering 
that the state of a bearing should be either normal or fault, so the union of interval + and , has to 
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cover the whole range /, i.e. + ∪ , = /. Due to the diversity of the fault patterns, it is difficult 
to determine the fault interval , directly. While the energy distribution corresponding to normal 
state in frequency domain should be more invariable and steady, so we can determine + first, and 
then acquire the interval , by calculating the complementary set of interval + in the whole range 
/. After , and + being confirmed, we can recognize the bearing state according to the estimated 
elements with bigger modulus value in Θ. If these elements with bigger modulus values in Θ fall 
into the interval +, then we can determine that the bearing should be normal, while if they fall into 
the interval ,, then the bearing should be in fault state. The detailed determining method will be 
introduced in Section 3.3. The steps of learning intervals are as follows: 
(1) Acquiring normal state samples to form learning set 1, confirming the whole rang / 
according to the samples; 
(2) Calculating the average vector Θ2 of all the coefficient vectors Θ corresponding to all the 
learning samples in set 1 with discrete Fourier transform; 
(3) Selecting the elements in Θ2  from the one with largest modulus value to the one with 
smallest modulus value. Stopping the selecting until the ratio of the energy corresponding to all 
the elements we have selected to the energy corresponding to all elements in Θ2 is greater than 
some threshold 3, where 0 ≤ 3 ≤ 1 . We set 3 as 0.9 in general, in which case we think that the 
elements we selected can represent the energy distribution of all elements in Θ2. Calculating the 
minimal interval constituted by least continuous subintervals that can cover all the elements we 
selected above. This minimal interval will be taken as the interval + corresponding to the normal 
state. 
(4) Calculating the complementary set of interval + in the whole range / and taking it as 
interval , corresponding to the fault states. 
3.2. Recovering sparse representation coefficient 
Considering the compressed sensing theory, if the representation coefficient Θ is not sparse 
enough or the number of measurements can’t satisfy the general conditions for reconstructing 
signal , then we can’t recover the sparse representation coefficient vector Θ accurately. However, 
for fault detection, actually we don’t need to recover all the elements in Θ accurately. We just need 
to estimate the primary energy distribution of the elements in Θ in our proposed method, and then 
fault detection can be achieved using the information of the elements with bigger modulus values. 
The idea of matching pursuit (MP) algorithm can be used to find out this information. In MP 
algorithm, we choose the column of the measurement matrix & by iterative way [13, 14]. First we 
choose the column which has the highest correlation with current residual error and calculate the 
approximate solution in current iteration and the residual error of the next iteration. This process 
will be repeated until the number of iterations surpasses the limit we set or the current residual is 
below the given error. We propose a method to estimate the elements with bigger modulus values 
in Θ (we entitle these elements as support points) based on MP algorithm. The steps of the method 
are as follows: 
Input: compressive measurements 	, measurement matrix & and the number of support points 
5. 
Initialization: Θ6" = 0, 76" = 	. 
For 8 =1; 8 = 8 + 1; 8 = 5: 
Step 1: Calculate the inner product, ;" = &7<"; 
Step 2: Locate the most important element in  ;", viz. =" = arg maxC D;C
"D E&CEF . Then save 
this location GH8) = =". 
Step 3: Update the solution ΘCI"
" = ΘCI"
<" + ;CI"
" J&CI"J
F ; 
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Step 4: Update the residual error 7" = 7<" − &CI" ;CI"
" J&CI"J
F ; 
End For. 
Output: the support set G, the estimated Θ". 
The number of the support points mentioned above can be set according to the number of the 
elements selected in step (3) of intervals learning in Section 3.1. The sparse representation 
coefficient vector Θ and support set G have been determined, and then we will introduce how to 
use these results to estimate the current state of the bearing. 
3.3. State recognition 
We have determined the interval +  and ,  corresponding to normal state and fault state 
respectively, and estimated the sparse representation coefficient vector Θ and support set G. In 
ideal conditions, all the elements in Θ corresponding to support set G for normal state should fall 
into the interval +. While for fault state, the elements should be in the interval ,. However, in 
practice it will often happen that a majority of support points fall into some interval, while other 
points would be in another interval due to the effect of noise or other factors. Therefore, we need 
to relax the condition for recognition. The current state should be determined as normal when the 
great mass of support points (90 % for instance) fall into the interval +, otherwise, should be fault 
state. It can be seen from the process for estimating support set in Section 3.2 that the earlier the 
support point has been picked, the more important the picked point would be. Meanwhile, 
generally speaking, the picked points should have bigger modulus values than other points. 
Therefore, we can define the energy of each support point in G as: 
LH8) = EΘMH)E
 ∙ O<P∙ ,   8 = 1, … , 5,   0 < R < 1, (5)
where GH8) indicates the location of 8th support point in sparse representation coefficient vector Θ, 
and ΘMH)  indicates the GH8)-th element estimated in Θ. The parameter α can be called energy 
factor, which is related to the energy distribution of the support points. Broadly speaking, if the 
elements in Θ have close modulus, and then we can choose a smaller α, while if the modulus 
values of the elements in Θ fluctuate dramatically, then we should set a bigger α. We define L7H=) 
to denote the ratio of the energy of the =th support point to the gross energy of all support points 
in G: 
L7H=) = EΘMHC)E
 ∙ O<P∙C
∑ EΘMH)E
 ∙ O<P∙U
,    = ∈ {1, … , 5},   0 < R < 1. (6)
Then we define L7, as the ratio of the energy of the support points falling into interval , to 
the gross energy of all support points in G: 
L7, =
∑ EΘMHC)E
 ∙ O<P∙CMHC)∈, 
∑ EΘMH)E
 ∙ O<P∙U
,   = ∈ {1, … , 5},   0 < R < 1. (7)
We set threshold V  to characterize the relative size of L7, , and then compare L7,  with 
threshold V. If L7, is greater than or equal to V, the current state will be recognized as fault state, 
while if L7, is smaller than V, then the state would be normal. 
Compared to the traditional methods, the advantage of the fault detection method based on 
compressive measurements is that we just need to sample fewer measurements directly. Moreover, 
this method can reduce the calculation amount greatly for we don’t have to reconstruct the original 
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signal accurately. In next part, the availability and effectiveness of the method will be validated 
with various bearing vibration signals sampled in practice. 
4. Experimental tests 
We will test the proposed method using vibration data corresponding to different states based 
on 6205-2RS JEK SKF deep groove ball bearings (data source from [12], signal sampling 
frequency is 12 K). All the vibration signals used in our test will be divided into lots of samples, 
and each sample can be denoted by  ∈ ,   = 1000. In learning section, 840 samples 
corresponding to normal state will be used as training samples, which can be classified into four 
types. Each type has different motor load and motor speed when sampling. The training samples 
are shown in Table 1. 
Table 1. Training samples 
Sample sequence Motor load (HP) Approx. motor speed (r/min) 
001-120 0 1797 
121-360 1 1772 
361-600 2 1750 
601-840 3 1730 
Choosing discrete Fourier transform matrix as dictionary matrix Ψ (×,  = 1000), so the 
whole range should be / = 1; 1000". According to the interval learning method in Section 3.1 
and setting the threshold 3 as 0.9, the intervals corresponding to normal state and fault state can 
be determined as + = 1; 177" ∪ 825; 998"  and , = 178; 824" ∪ 999; 1000" respectively. 
Meanwhile, the number of the support points will be set as 5 = 30. 
The original test samples contained 840 normal state samples and 480 fault state samples, and 
both patterns can be classified into four types. Each type has different motor load and motor speed 
when sampling. The original test samples are shown in Table 2. The fault was designed as single 
point in inner race, which was introduced to the test bearings using electro-discharge machining 
with fault diameter of 0.021 inches and fault depth of 0.011 inches.  
Table 2. Original test samples 
Pattern Sample sequence Motor load (HP) Approx. motor speed (r/min) 
Normal  
001-120 0 1797 
121-360 1 1772 
361-600 2 1750 
601-840 3 1730 
Fault  
001-120 0 1797 
121-240 1 1772 
241-360 2 1750 
361-480 3 1730 
In practice, we should sample compressive measurements directly from practical analog signal. 
While we just focus on how to use these measurements to detect faults, so in our test the 
compressive measurements can be acquired by compressed sampling to original test samples 
mentioned above. We choose the observation matrix Φ  as Gaussian random matrix with 
dimensions as ×  H < ) [15-17]. This indicates that we can collect  compressive data 
points in compressed sampling way during the same sampling time with that we collected  data 
points in traditional sampling way. Then we can acquire 1320 compressive measurements with 
dimensions as   which including 840 measurements corresponding to normal state and 480 
measurements corresponding to fault state. For instance, some -dimensional original test sample 
(  = 1000, fault state) and the corresponding  -dimensional compressive measurements  
( = 200) with Gaussian random observation matrix Φ are shown in Fig. 4. 
1228. A BEARING FAULT DETECTION METHOD BASED ON COMPRESSIVE MEASUREMENTS OF VIBRATION SIGNAL.  
XINPENG ZHANG, NIAOQING HU, GUOJUN QIN, ZHE CHENG, HUA ZHONG 
 © JVE INTERNATIONAL LTD. JOURNAL OF VIBROENGINEERING. MAY 2014. VOLUME 16, ISSUE 3. ISSN 1392-8716 1207 
 
Fig. 4. General view of test data, a) is original test sample, b) is the compressive measurements 
corresponding to a) 
The test result can be described using fault detection rate and false alarm rate. The fault 
detection rate characterizes the ratio of the number of the samples identified as fault state 
accurately to the number of all the fault samples used in test. The false alarm rate describes the 
ratio of the number of the samples recognized as fault state which actually should be normal state 
to the number of all the normal samples used in test. According to the analysis mentioned above, 
detection rate and false alarm rate should be affected by  ⁄ , threshold V and energy rate R, 
which will be analyzed next respectively. To avoid the instability caused by the randomness of 
Gaussian random observation matrix Φ, the tests will be repeated several times and we use the 
average value as the final detection result. 
The detection result is shown in Fig. 5 when V = 0.9 and R = 0.2 with the  ⁄  changes. It 
can be seen that with the increasing of measurements, the false alarm rate will fall to zero quickly 
and the detection rate will increase gradually until stabilization. This result should be consistent 
with the compressed sensing theory, for the increasing of measurements means that the condition 
information contained in compressive measurements will be enriched, which is of benefit to the 
fault detection. 
 
Fig. 5. Effects of    ⁄  to the fault detection result when V = 0.9, R = 0.2 
The detection result is shown in Fig. 6 when  ⁄ = 0.1  and    = 0.2⁄  and R = 0.2 with 
the threshold V changes. It can be seen that in both cases with different  ⁄ , with the increasing 
of the threshold V, both the detection rate and the false alarm rate will decline gradually. It should 
be noticed that the threshold V characterizes the ratio of the energy of the support points falling 
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into interval , to the gross energy of all the support points recovered. So the bigger the threshold 
V is, the more difficult the support points entering into the target interval , will be, and that’s why 
the fault detection rate and false alarm rate will decline. 
The detection result is shown in Fig. 7 when  ⁄ = 0.1 and   = 0.2⁄  and V = 0.9 with the 
energy factor R changes. It can be seen that in both cases with different   ⁄ , the false alarm rate 
is always in a lower level closing to zero, and with the increasing of the energy factor R, generally 
speaking, the detection rate will increase gradually. 
Compared to the case with small number of measurements, we can see that the detection result 
using more measurements have less effect by the threshold V and the energy factor R from Fig. 6 
and Fig. 7. It also indicates the fact in Fig. 5 that the more measurements we use, the better the 
detection result will be. Therefore, we should sample more measurements as far as possible if the 
data storage and transmission permit. 
σ
 
Fig. 6. Effects of V to the fault detection result when   ⁄ = 0.1 and   = 0.2⁄ , R = 0.2 
 
Fig. 7. Effects of R to the fault detection result when   ⁄ = 0.1 and   = 0.2⁄ , V = 0.9 
In the above test, the fault corresponding to the test samples we used is single point fault with 
diameter of 0.021 inches and fault depth of 0.011 inches in inner race. For comparing the fault 
detection results in the cases with different levels of fault, we will use 480 fault samples 
corresponding to the case with low-level fault, and each sample can be denoted by  ∈  ,  
 = 1000. Here the fault is single point fault with diameter of 0.007 inches (fault depth kept as 
0.011 inches) in inner race. As with the above testing, we divide these fault samples into four 
types according to motor load and motor speed when sampling (same as that in Table 2). Each 
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type includes 120 samples. Setting 5 = 30, V = 0.9 and R = 0.2, the fault detection rates with 
different number of measurements are shown in Fig. 8. 
 
Fig. 8. Detection rates for different level of faults (V = 0.9, R = 0.2,   ⁄ changes) 
The false alarm rates are calculated using normal state samples, which should be invariable 
with the same parameters. So the false alarm rates in current condition will be the same as that 
shown in Fig. 5 and will not be shown in Fig. 8. It can be seen from Fig. 8 that in the case with 
the same   ⁄ , the detection rate corresponding to the case with fault diameter of 0.021 inches 
is higher than that with fault diameter of 0.007 inches. This result is in accord with that in theoretic 
case. In theoretic case, the severer the fault is, the more significant the differences of energy 
distributions between normal state signal and fault state signal in frequency domain will be. This 
is the foundation of the proposed method. So it shows the trend in Fig. 8 that the severer the fault 
is, the higher the detection rate will be. 
The faults corresponding to all the test samples we used in above test are inner race faults. To 
validate the method in different fault patterns, we will use the samples corresponding to rolling 
ball fault and outer race fault. The two patterns of the faults are also single point faults with 
diameter of 0.021 inches and depth of 0.011 inches in bearing rolling ball and outer race 
respectively. Similar to the above test, there are 480 samples (each sample can be denoted by  
 ∈ ,  = 1000) for each pattern, which can be divided into four types according to motor load 
and motor speed when sampling (same as that in Table 2). The fault detection results with different 
number of measurements are shown in Fig. 9 when 5 = 30, V = 0.9 and R = 0.2. The false alarm 
rates corresponding to different patterns are the same as that in Fig. 5, so they are not plotted. It 
can be seen from Fig. 9 that the detection rates will increase gradually in general until stabilization 
with the increasing of the measurements for every fault pattern. In the cases with inner race fault 
and outer race fault, the fault detection rate can reach to 95 %. While for the case with rolling ball 
fault, the detection rate will not be desirable which just around 60 %. The posture change of rolling 
ball should be complex in bearing operation, and this may result in the energy decentralization in 
frequency domain, so the detection rate to rolling ball fault using the proposed method will not be 
very high. 
In the experimental tests of this section, we used the compressive measurements based on 
Gaussian random matrix. Actually, we can also use other compressed sampling ways. To validate 
our proposed method with different compressed sampling ways, we will compare the fault 
detection results in several typical compressed sampling ways (based on Gaussian random matrix, 
partial orthogonal matrix and Toeplitz and circulant matrix separately). In this test, we set  
 = 1000, V = 0.9, R = 0.2 and use the samples in Table 2 as the original test samples, then the 
fault detection results with different number of measurements () are shown in Fig. 10. It can be 
seen from Fig. 10 that all the three compressed sampling ways can achieve fault detection very 
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well and can be used when collecting compressive measurements. While considering the higher 
computational efficiency and universality of Gaussian random matrix, and that’s why we used the 
Gaussian random matrix in the previous tests.  
 
Fig. 9. Detection rates corresponding to different fault patterns (V = 0.9, R = 0.2,   ⁄ changes) 
 
Fig. 10. Fault detection results in three typical compressed sampling ways  
(V = 0.9, R = 0.2, M N ⁄ changes) 
5. Conclusions 
In the process of condition monitoring, it is always necessary to monitor the component 
uninterruptedly for a long period of time. This process will generate masses of original data which 
will burden the storage and transmission. For this issue, we proposed a fault detection method 
based on compressed sensing, which can achieve fault detection directly using fewer compressive 
measurements compared to original data. Amount of samples corresponding to different bearing 
states were used to validate the method. The test results showed that with the increasing of the 
measurements, fault detection rate would increase and false alarm rate would decrease gradually. 
Meanwhile, the severer the fault was, the better the detection result would be. It is also indicated 
that the detection results will be better for inner race fault and outer race fault than that for rolling 
ball fault using our proposed method. The further research will focus on how to improve the fault 
detection result and how to achieve fault classification based on compressive measurements 
directly. 
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